Three-Phase Pad Mounted transformer series 34,5 [ 1,2 kV according to
NTC 3997 standars (Load break-Magnex and ELSP breaker protection).

Note: the designs are legal property of Nacional de Transformadores S.A.S. - Tesla Transformers due to its registered trademark. The
total or partial use of Tesla Transformers’ design is prohibited without prior authorization from Nacional de Transformadores S.A.S.
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Connection DPSHY \/\/
F. ELSP limiter
H Switch
Isometric Maignex
Transformer

W N W
=
W NoPCB kVA W

75 1710 | 1230 | 1500 | 1210 530 6 2 16,7 1370 390 98,17 51
12,5 1710 | 1250 | 1500 | 1410 550 6 2 16,7 1890 500 98,38 55
150 1710 | 1360 | 1500 | 1600 600 6 2 16,7 2400 610 9849 55
225 1830 | 1570 | 1520 | 1800 690 6 2 16,7 3330 790 98,65 55
300 1830 | 1590 | 1570 | 1970 760 6 2 16,7 4210 950 98,75 55
400 1830 | 1680 1600 | 2160 800 6 2 16,7 5320 | 1150 98,84 56
500 1830 | 1720 | 1710 @ 2470 850 6 2 16,7 6370 | 1330 9890 56
630 2040 | 1740 | 1780 | 2890 1000 6 2 16,7 7690 | 1540 98,97 57
800 2150 | 1770 11820 | 3300 1190 6 2 16,7 9330 | 1800 99,03 58
1000 2250 | 1800 | 1850 | 3720 1360 6 2 16,7 12000 | 1980 99,07 58
1250 2370 1840 | 1900 @ 4120 1420 6 2 16,7 14300 | 2370 99,11 60
1600 2480 | 1880 1940 | 4530 1700 6 2 16,7 17400 | 2880 99,16 6l

2000 | 2590 | 1920 1980 | 4940 | 2020 6 2 16,7 20900 | 3430 99,19 61

(*) Efficiency levels calculated at a reference temperature of 55°C, with a load factor of 50% and power factor = 1 (The calculated efficiency is in accordan-
ce with the losses established in the NTC 819 fourth update).

(**) Sound pressure level NTC 5978.

(***) Quantity of perforations in LV terminals according to manufacturing standard and reference norm (NTC 3997).

Notes

Due to changes in technology and manufacturing methods, dimensions may change without prior notice, tolerances + 10%.
Additional accessories such as DPS, oil thermometer with contacts, contact overpressure valve, magetic level, winding thermometer,
are quoted at the customer's request at an additional cost.

Vegetable oil generates additional cost.

The measurements are approximate for final plans consult the factory.
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Series voltage (kV) = 34,5 /12
Primary voltage (V) = 34500 / 33000
Voltage Secondary (V) = Up to 800
Phases | 3
installation | Outside

Frequency (Hz) = 60

connection = Dyn-
group
Tap change | (+1-3) X 25% o
(+2-2) X 2.5%
On request
Winding | 65
heating (°C)
BIL (kv) | 150/ 30
Refrigeration = ONAN / KNAN
Insulation | Ao
class
Insulating liquid | il Mineral
gta / Vegetable

Magnex switch (+).

ELSP current limiting fuse (internai).
Derivation switch.

Overpressure relief valve.

Oil level.

Filling valve.

Low voltage terminals.

Ground and neutral terminals.
Premolded type high voltage terminals.
10 Support brackets.

N Grounding terminal.

12 Oil recirulation and drain valve.
13 Lifting lugs.

14 Nameplate (internaly).

15 Jacking pads.

16 Primary gate (high voltage).

17 Secondary gate (ow voltage).

18 DPS 30 KV. (at customer request)

19 Porcelain Terminals Live Front. (at the client's
request)

(*) The magnex switch acts as ON-OFF switch
and expulsion fuse
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